Swiss - Mini - Line
Containers for stability tests and/or
reference samples

%LER@

Remarks Construction
— Rational small container exactly — Welded and seamed

simulating bigger packagings — With closure for powder or liquids

of its type
— High chemical resistance Materials
— Materials recycable without an .

I 4 WiEhout any — Mild steel DCO1, galvanized or
problems .
stainless steel
— Different sealing types available

Advantages gyp

FDA/BGA and BAG

compatible interior lacquers
Optimal handling and storage
Ideal for stability tests or sending
samples as well as simulation
Very little storage necessary
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Surface treatment

— Galvanized, lacquered, or powder
coated
— Exactly suitable for your products

Quality management

— 1SO 9001: 2000

Miuller Ltd Packaging
. Tramstrasse 20
Specialty  cH-4142 Miinchenstein

Containers Switzerland

973-917-3331 | INFO@AICONTAINER.COM A Company of the Miiller-Group
www.mueller-group.com

Phone: ++41(0)61/4161200
Fax: ++41(0)61/4161222
Internet: www.muellerdrums.com
E-mail: info@muellerdrums.com



03.08 - © by Muller Ltd Munchenstein - Technical details subject to change withhout notice

Technical information
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Tight head can

Composite can
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Open head can
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Capacity Diameter
ml mm
500 100
400 100
500 100

Thickness mm
Bottom/Body/Top (Lid)

0,60 /0,60 /0,60
0,60 /0,60 /0,60
0,60/0,60 /0,60
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Article

Tight head can
Composite can
Open head can
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Remarks

Plug G3/4
Plug G2
Lid with closing ring

Other sizes and design upon request

For more information please contact us and ask for detailed technical documentation
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